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SUMMARY

The presence of radomes and instruments that are sensitive to water
films or ice formations in the nose section of all-westher aircraft and
missiles necessitates a knowledge of the droplet impingement character-
istics of bodies of revolution. Because it is possible to approximate
many of these bodles with en ellipsoid of revolution, droplet trajecto-
ries about an ellipsold of revolution with a fineness ratio of 10 were
computed for incompressible sxisymmetric gir flow. From the computed
droplet trajectories, the following impingement characteristics of the
ellipsoid surface were obtalned and are presented in terms of dimension-
less parameters: (1) total rate of water impingement, (2) extent of
droplet Impingement zone, and (3) local rate of water impingement. These
impingement characteristics are compared briefly with those previously
reported for an ellipsoid of revolution with a fineness ratio of 5.

INTRODUCTION

The data presented hereln are a continuation of the study reported
in reference 1 on the impingéement of cloud droplets on a prolate ellips-
old of revolution. The calculations discussed in reference 1 for an
ellipsoid with a fineness ratio of 5 (20 percent thick) were extended
for this report to an ellipsoid of fineness ratio of 10 (10 percent
thick). As mentioned in the reference cited, a prolate ellipsocid of
revolution is & good approximation in the determination of cloud-droplet
impingement for many body shapes used for radomes, rocket pods, and
bombs. The data presented herein, along with the results presented in
reference 1, permit the estimation of impingement characteristics on
many of these bodies.

The trajectories of atmospheric water droplets about a prolate
ellipsold of revolution with & fineness ratic of 10 moving at subsonic
velocities at zero angle of attack were calculated with the aid of a
differetial analyzer at the NACA lewils laboratory. From the computed
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trajectories, the rate, the distribution, and surface extent of impinging
water were obtained and are summarized in this report in terms of dimen-

glonless psrameters.

SYMBOLS

The following symbols are used in this report:

a droplet diemeter, mlcrons

En collection efficlency, dimensionless

g fineness ratio, dimensionless

K inertis parameter, 1.704X10"12 42U/uL, dimensionless (eg. 1)

L major exis of ellipse, ft

Reg free-stream Reynolds number with respect to droplet,
4.813)(10'6 dan/u, dimensionless

r,z cylindrical coordinstes, ratio to major axis, dimensionless

ro starting ordinate at z = - ®® of droplet trajectory, ratio
to mgjor axis, dimensionless

rO,tan starting ordinaste at z = - @ of droplet trajectory tangent
to ellipsoid surface, ratio to major axis, dimensionless

8 distence slong surface of ellipsold from forward etagnation

point to point of droplet implngement, ratio to major axis,
dimensionless

limit of impingement zone, ratio to major axis, dimensionless

U free-stream velocity, or flight-speed, mph

u local air velocity, retio to free-stream velocity

Wi total rate of impingement of water on surface of ellipsold,
1b/hr

Wy local rate of impingement of water, 1b/(hr)(sq ft)

v liquid-water content in cloud, g/cu m
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. rn dr
B local impingement efflciency, 39 EEQ’ dimensionless

W viscosity of air, slugs/(ft)(sec)

p, density of air, slugs/cu £t

Subscripts:
r radiel component

z exligl component

CALCULATION OF DROPLET TRAJECTORIES

The equations that describe the motion of cloud droplets about an
ellipsoid are given in reference 1. A solution of the differential
equations of motion was obtained with the use of the mechanical analog
(described in ref. 2) based on the principle of a differential analyzer.
The procedure for calculating the trajectories of cloud droplets with
respect to the ellipsoid of revolution with a fineness ratio of 10 (10
percent thick) is the same as that described in reference 1. As shown
in figure 1, the ellipsoid orlentation in the coordinate system used in
reference 1 is retained herein. 8Since a flow fileld is axisymmetric
around an ellipsoid of revolution oriented at 0° between its major exis
and the direction of the free stream, the droplet impingement on the
elliptical section of all meridian planes 1s the same, and the impinge-
ment characteristics of the ellipsoid of revolution can be obtained from
trajectory calculations in the z,r plane of figure 1.

The alr-flow field around the body, required for the solution of
the equations, was obtained with the use of digital computers from the
mathematical expressions presented in reference 1. The values of the

air-veloclity components u, and w,. as functions of r and z are

given 1n figure 2 for comparison with the flow-fleld velocities given
in reference 1 for the 20-percent-thick ellipsoid. In figure 2(a)},

u, 1s given as & function of 2z <for constant values of r, while

as e function of r for comstant z is given in figure 2(b). The ve-
locity components in figure 2 are dimensionless, because they are ratios
of the respective local velocities to the free-stream velocity; the
distences r and z eare also expressed as ratios of actusl distance
to the major axis length L.

The position of impingement of cloud droplets on the surface of
the ellipsoid is given in subsequent sections in terms of the surface
distance 8, which is measured along the surface from the forward
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stagnation point. The values of S sare the ratlos of the actual sur-
face distances to the major axis length L. The relation between S
and z 1s shown in figure 3. The relatlion between 8 and r can be
obtained from figure 4 from the curve for 1/K = O.

The equations of motlon were solved for various values of the pa-
rameter 1/K between 0.1 and 90. The inertia parameter K 1s a measure
of the droplet size, the flight speed and size of the body of revolutionm,
and the viscosity of the air, through the relation
2 dfufur (1)
The density of water and the acceleration of gravity, which are expressed
as part of the conversion factor, are 62.4 pounds per cubic foot and
32.17 feet per second per second, respectively. For each value of the
parameter l/K, a series of trajectorles was computed for each of several
values of free-stream Reynolds mumber Reg: O, 128, 512, 1024, 4096,
and 8192. The free-stream Reynolds number is defined with respect to
the droplet size as

K = 1.704x10°

Reg = 4.813x10°% ap_U/u (2)

In order that these dimensionless parameters have more physical signifi-
cance in the following discussion, some typlcal combinstions of K and
Reg are presented in teble I in terms of the length and velocity of the
ellipsoid, the droplet size, and the flight pressure altitude and tem-
perature. Equations and graphical procedure for translating the dimen-
sionless parameters used in this report into terms of flight speed, major
axis length, altitude, and droplet size are presented in appendix B of
reference 3.

RESULTS AND DISCUSSION

The results of the calculation of droplet trajectories about the
ellipsoid of revolution of fineness ratio 10 (10 percent thick) at zero
angle of atteck sre summarized in figure 4, where the starting ordinate
at infinity rg of each trajectory is gilven as a function of the point

of impingement om the surface in terms of S. Each of the solid lines,
except for 1/K =.0, is obtained from a series of calculated trajecto-
ries. The curve for 1/K = O is obtained from the mathematical relation
between § and r for an ellipse. The dashed lines in figure 4 are

the loci of the termini of the constent 1/K curves. As was the case
for the ellipsoid wlith a fineness ratio of 5 (ref. 1), these loci were
found to be the same within the order of accuracy of the computations

for all values of Re, (figs. 4(a)} to (f)). From the data presented
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in this figure, the rate, the area, and the distribution of water-droplet
impingement on the surface of the ellipsoid can be determined for given
velues of Reg and K.

Total Rate of Impingement of Water

In £light through clouds composed of droplets of uniform size, the
total amount of water in droplet form impinging on the ellipsoid is de-
termined by the amount of water contained in the volume within the
envelope of tangent trajectories (fig. 1l). 'The total rate of impinge-
ment of water (lb/hr) can be determined from the following relastion
derived in reference 1

- 2 2
W, =1.04 ro,tanwL U (3)
where the flight speed U 1is in miles per hour, the liquid-water content
w 1s in grams per cublc meter, and L 1s in feet.

The value of o tan for a given combination of Reg and K can
2
be obtalned from figure 4 by determining the value of ro that corre-
sponds to the maximum S (S,) for the constant X curve of interest.
The values of ro.tan Tell on the dashed termini curves of figure 4.

In order to facilitate interpoletion and extrapolation, the data are
replotted in the form of r% tgn 88 & function of K for constant
>

Reg in figure 5.

The accuracy in the determinstion of rO,tan from the calculsted

trajectories 1s about the same for the 10-percent-thick ellipsold as for
the 20-percent-thick ellipsoid discussed in reference 1. For values of

To,tan greater than 0.015, rO,tan was determined with an accuracy of

the order of +0.0003. For combinations of l/K and Reny that result
in values of rg tgn between 0.015 and 0.01, the accuracy of To,tan

is within +0.0007. For reported values of rO,tanf<O'Ol: the accuracy
in determining the tangent trajectory is somewhat indefinite, but appears
to be within +0.001.

The effect of body size on the value of rg tan for selected cloud-
2

droplet sizes and flight conditions is illustrated in figure 6. The
calculated values given in figure 6 are for ellipsoids with a fineness
ratio of 10 and major axis lengths between 3 and 300 feet, for flight at
50, 100, 300, or 500 miles per hour through uniform clouds composed of
droplets of 10, 20, or 50 microns in diameter. Pressure sltitudes of
5,000, 15,000, and 25,000 feet, and temperatures (most probsble icing
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tempersture given in ref. 3) of 20°, 19, and -25° F, respectively, were
used for the calculations. For example, conslider a 40-foot-long ellips-
old with a fineness ratio of 10 moving at 500 miles per hour at zero
angle of attack at a pressure altitude of 15,000 feet through a uniform
cloud composed of droplets 20 microns in diameter. From figure 6(b),

rg ten is 0.000056. If the liquid-water content of the cloud 1s assumed
J

to be 0.1 gram per cublc meter, then (from eq. (3)) the total rate of
impingement of water W, is 4.7 pounds per hour.

Extent of Droplet Impingement Zone

The extent of the droplet impingement zone on the surface of the
ellipsoid is obtained from the tangent trajectories (fig. 1). The point
of tapngency determines the rearward limit of the impingement zone. The
limit of impingement S, for a particular Rep and K condition can

be determined from the maximum 8 value of the constant XK curves of
interest in figure 4. Again, to facilitate interpoclation, the data are
replotted in the form of & as a function of K for constant Req
values in figure 7. The data of this figure indicate that the maximm
extent of impingement increases with increesing K but decreases with
increasing Req.

Because of the difficulty in determining the exact point of tan-
gency on the surface of the ellipsoid of each tangent trajectory, the
accuracy in determining B8; 1s of the order of +0.005. The accuracy

in determining the value of 8 <for the intermedilaste points of impinge-
ment (between S, and forward stegnation point) given in figure 4 was

much higher, because the points at which the intermediste trajectorles
terminated on the ellipsoid surface were miuch better defined.

The effect of body size on the value of S; for selected cloud-

droplet and flight conditions is illustrated in figure 8. For example,
consider a 20-foot-long ellipsoid with a fineness ratio of 10 moving 300
miles per hour at zero angle of attack at a 5000-foot pressure altitude
through & uniform cloud composed of 50-micron droplets. From figure 8(a),
S, 1s 0.102; that is, the lmpingement zone extends 2.04 feet rearwvard

(measured along the surface) from the forward stagnation point.

Locel Rete of Implingement of Water

The local rate of impingement of water in droplet form
(1b/(hr)(sq £t)) on the surface of the ellipsoid can be determined from

the expression

LT2¢
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ry dr,
Wg = 0.33 Uw ??'EE" = 0.33 Uw B (4)

where B 1s the local impingement efficiency. The values of B as a
function of 8 for combinations of Rep and K are presented in

figure 9. These curves were obtained by multiplying the slope of the
curves in figure 4 by the corresponding ratio ro/f at each point.
Because the slopes of the curves of ry as a function of 6 (fig. 4)
in the region between S =0 and S = 0.01 are difficult to determine,
the exact velues of B between S =0 &and S = 0.01 are not known. .
The dashed portions of the P curves are extrapolations that were main-
tained consistent with a seemingly reasonable pattern.

Comperison of 10- and 20-Percent-Thick Ellipsoids

Collection efficiency. ~ The collection efficiency of ar ellipsoid
is defined as the ratio of the actual amount of water intercepted by the
ellipsoid to the total amount of water in droplet form contained in the
volume swept out by the ellipsoid. In terms of the ellipsold fineness

; the collection efficiency may be defined as

2
ratio f and rO,tan

_ o2 a2
Bn = 475, tan® (5)

For the 10-percent-thick ellipsoid (f = 10), the collection efficiency
mey be obtained from the curves of figure 5 through the expression

E, = 400 ro tan® The results of the application of this equation to the

datea of figure 5 are shown in figure 10(a). Some curves for the collec-
tion efficiency of a 20-percent-thick ellipsoid (f = 5) are also shown
in figure 10(a) for comparison with those for the thimmer body. The
values of collection efficiency for the 20-percent-thick ellipsoid were
obtained from figure 6 of reference 1 through the relation

E, = 100 rO,tan'
A comparison of the collection efficiency for the two flneness

ratios indicates that the collection efficiency for the two ellipsoids

is nearly the same for Reg = O, except for small and large values of K.

For large values of Reqp, the collection efficlency of the 1lO-percent-

thick ellipsoid is greater than that of the 20-percent-thick ellipsold.
The effect of differences in collection efficlency on the rate of im-
pingement is best discussed after the total rates of Impingement of
water have been examined.
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Total rate of impingement of water. - For a given set of atmospheric
and flight conditions and a major axis length L, the rate of water im-

pingement is proportional to r% tan (eq. (3)). A comparison of the
2

rete of water impingement (given as r% tan) is made In table I between
2

the two ellipsoids of different fineness ratio. The date for the ellips-
oid with a fineness ratio of 5 are obtalned from table I of reference 1,
whereas, the results for the ellipsoid with a fineness ratio of 10 are
obtained from figure 5 of this report.

The results presented in table I show that, under all comparable
flight and atmospheric conditions, the rate of water Impingement 1s less
on the thimner ellipsoid (major axes of two ellipsoids are the same).

The difference in rate of impingement between the two ellipsoids is much
larger under combinations of flight and atmospheric conditions resulting in
high rates of impingement than under conditions in which the impingement
is limited to a region around the stagnation point. For example: at an
altitude of 5000 feet, a speed of 500 miles per hour, and in a cloud
composed of droplets 50 microns in diemeter, a 20-percent-thick ellips-
oid with a mejor axis of 3 feet would be subjected to a rate of water
impingement of over 3.7 times the rate of impingement on a 1lO-percent-
thick ellipsoid under the same conditions; whereas, if the flight speed
is reduced to 50 miles per hour and the droplet diameter to 10 microns,
the same 20-percent-thick ellipsoid would be subjected to only 1.2 times
the rate of impingement Intercepted by & 10-percent-thick ellipsoid of
the same length.

The use of collection efficiency in comparing Iimpingement character-
istics of aerodynemic bodles is very often misleading, as shown by an
example. The collection efficiency of a 3-foot ellipsoid moving S00
miles per hour at a 5000-foot altitude through & cloud composed of 50-
micron droplets is 0.636 (fig. 6{a) end eq. (5)) for the 1O-percent-
thick ellipsoid as compared with 0.590 for the 20-percent-thick ellips-
oid (ref. 1). Although the collection efficlency for the thinner
ellipsoid is 1.08 times that for the ellipsoid with twlce the dlameter
(major axes same), the thicker body was shown in the preceding paragraph
to intercept over 3.7 times as much water under these same atmospheric
and flight conditions. This example illustrates the need to account for
the differences in the projected frontal area of the bodies when the
concept of collection efficiency is used in comparing the Impingement
chaeracteristics of two ellipsoids.

Surface extent. - The surface extent of impingement is compared in
figure 10(b) for the two ellipsoids by comparing some curves of S

given in figure 7 with curves for equivalent conditlions for the 20-
percent-thick ellipsold presented in figure 8 of reference 1. The curves
for low values of Rep are very nearly coincident. For large values of

3217
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Rep, the rearward limit of impingement is slightly greater on the 10-
percent-thick ellipscld. In terms of usual flight and atmospheric
conditions, this means that the rearward extent of lmpingement is some-
what greater for the thinner ellipsocid when flying through raln or driz-
zle (tuble I), but is very nearly the same when cloud droplets are
encountered.

Nonuniform droplet size. - The data presented in all the figures
and discusslon are based on flights in clouds composed of droplets that
are gll uniform in size. As was shown in reference 1, the total rate
of water Impingement when a distribution of droplet sizes is assumed
may be different from that obtained on the basis of the volume-median
size only. A comparison of the total rate of impingement 1s made here
between the 10-percent-thick ellipsoid and the 20-percent-thick ellips-
oid, using the droplet-size distribution given in figure 11 of reference
1l and the computational procedure described in that reference. The
volume-medisn droplet size 1s again assumed to be 20 microns, the ve-
locity 200 miles per hour, the ellipsoid length 10 feet, the pressure
altitude 5000 feet, and the temperature 20° F. On a weighted basis and
for the particular droplet-size distribution assumed (fig. 11, ref. 1),
the thicker ellipsoid intercepts gbout 3.1 times as much water. On a
volume-medisn basis (wherein a uniform droplet size equal to the volume-
median droplet size of the distribution is assumed), the thicker ellips-
oid intercepts 2.8 times as much water.

CONCLUDING REMARKS

Because the droplet trajectories about the elllpsold were calculated
for incompressible fiuid flow, a question may erise as to their appli-
cability at the higher subsonic flight speeds. As was discussed in
reference 1, the ellipsoid impingement results should be applicable for
most engineering uses throughout the subsonlc region (also see ref. 4).

The data of this report apply directly only to elllpsoids of revolu-
tion with a fineness ratioc of 10. The cautions presented in reference 1
regarding the extension of the deata presented in that report for the 20-
percent-thick ellipsoid to bodies of other shapes are reemphasized here.
In some cases, where the body is of different shape, 1t may be possible
to match its nose section physicelly with the section of an ellipsoid of
selected length and fineness ratio for which data are avallable herein
or in reference 1. JIf, in such a case, the contribution of the after-
body to the air-flow field in the vicinity of the nose of the body is
small (as it often is), then the impingement data for the matching por-
tion of the surface of the ellipsoid can be used for determining the
Impingement characteristics of the nose region of the body. In other
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cases, where the body shape differs from that of an ellipsoid but the
fineness ratio is the same, the air-flow field may be similar enocugh
that an estimate of the total catch can be cobtained from the ellipscid
date. In this case, no detalls of the surface distribution of impinging
water could be obtained.

Lewls Flight Propulsion Laboretory
National Advisory Committee for Aeronsutics
Cleveland, Ohlio, February 25, 1954
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